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§575.6, Nt.

Subpart B of this part that is applica-
ble to the vehicles or tires offered for
sale, at least 30 days before it is first
provided for examination by prospec-
tive purchasers pursuant to paragraph
(c) of this section.

[39 FR 1039, Jan. 4, 1974, as amended at 41 FR
13923, Apr. 1, 1976; 45 FR 47153, July 14, 1980;
47 FR 7258, Feb. 18, 1982; 52 FR 27810, July 24,
1987; 54 FR 48749, Nov. 27, 1989; 64 FR 27924,
May 24, 1999; 67 FR 69631, Nov. 18, 2002; 69 FR
31320, June 3, 2004]

EFFECTIVE DATE NOTE: At 70 FR 35557, June
21, 2005, §575.6 was amended by revising the
fourth paragraph of (a)(2)(i), effective June
21, 2006. For the convenience of the user, the
revised text is set forth as follows:

§575.6 Requirements.

* * * * *

(2)(@) * * *

To contact NHTSA, you may call the Vehi-
cle Safety Hotline toll-free at 1-888-327-4236
(TTY: 1-800-424-9153); go to http:/
www.safercar.gov; or write to: Administrator,
NHTSA, 400 Seventh Street, SW., Wash-
ington, DC 20590. You can also obtain other
information about motor vehicle safety from
hitp://www.safercar.gov.

* * * * *

§575.7 Special vehicles.

A manufacturer who produces vehi-
cles having a configuration not avail-
able for purchase by the general public
need not make available to ineligible
purchasers, pursuant to §575.6(c), the
information for those vehicles specified
in subpart B of this part, and shall
identify those vehicles when furnishing
the information required by §575.6(d).

[40 FR 11727, Mar. 13, 1975]

Subpart B—Regulations; Consumer
Information ltems

§§575.101-575.102 [Reserved]

§575.103 Truck-camper loading.

(a) Scope. This section requires manu-
facturers of slide-in campers to affix to
each camper a label that contains in-
formation relating to identification
and proper loading of the camper and
to provide more detailed loading infor-
mation in the owner’s manual. This
section also requires manufacturers of

49 CFR Ch. V (10-1-05 Edition)

trucks that would accommodate slide-
in campers to specify the cargo weight
ratings and the Ilongitudinal limits
within which the center of gravity for
the cargo weight rating should be lo-
cated.

(b) Purpose. The purpose of this sec-
tion is to provide information that can
be used to reduce overloading and im-
proper load placement in truck-camper
combinations and unsafe truck- camper
matching in order to prevent accidents
resulting from the adverse effects of
these conditions on vehicle steering
and braking.

(c) Application. This section applies
to slide-in campers and to trucks that
are capable of accommodating slide- in
campers.

(d) Definitions.

Camper means a structure designed to
be mounted in the cargo area of a
truck, or attached to an incomplete ve-
hicle with motive power, for the pur-
pose of providing shelter for persons.

Cargo Weight Rating means the value
specified by the manufacturer as the
cargo-carrying capacity, in pounds or
kilograms, of a vehicle, exclusive of
the weight of occupants in designated
seating positions, computed as 68 kilo-
grams or 150 pounds times the number
of designated seating positions.

Slide-in Camper means a camper hav-
ing a roof, floor, and sides, designed to
be mounted on and removable from the
cargo area of a truck by the user.

(e) Requirements—(1) Slide-in Camper—
(i) Labels. Each slide-in camper shall
have permanently affixed to it, in such
a manner that it cannot be removed
without defacing or destroying it, and
in a plainly visible location on an exte-
rior rear surface other than the roof,
steps, or bumper extension, a label con-
taining the following information in
the English language lettered in block
capitals and numerals not less than 2.4
millimeters (three thirty-seconds of an
inch) high, of a color contrasting with
the background, in the order shown
below and in the form illustrated in
Figure 1.

(A) Name of camper manufacturer. The
full corporate or individual name of
the actual assembler of the camper
shall be spelled out, except that such
abbreviations as ‘““Co.” or ‘“Inc.” and
their foreign equivalents, and the first
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